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SPECIFICATION AMENDMENT 

[0020] The entertainment and communication device also includes various 
emergency features for use by the person carrying the device. An alarm button 123 is 
provided and may be activated to produce an audible alarm from the speaker 125 for 
dissuading an attacker or intruder or activating a silent alarm whereby the cellphone is 
automatically operated to communicate the emergency condition to a remote telephone, 
such as by dialing "91 1 " or a private security telephone number or the like. Similarly, 
one or more sensors 110, such as motion, infrared, ultrasonic, acceleration, sound, 
light, heat, smoke, carbon monoxide, poisonous gas or the like sensors, are provided 
with the device 100 and selectively activated for providing either an audible or silent 
alarm, similar to the functions of the panic alarm button 123 but without requiring 
operator activation, and the sensors 1 10 are connected through the sensor reading 
section 1 1 1 to the microprocessor 1 12 for using any of the functions of the device 100. 
For example, with the acceleration sensor of sensors 110 activated while a person has 
the device 100 in an automobile, the sudden deceleration of the automobile in an 
accident condition would be sensed by the acceleration sensor to cause the 
microprocessor 1 12 to dial an appropriate telephone number stored in the dialing 
memory 113, such as a "91 1" or a vehicle rescue number, and transmit the emergency 
as well as the location of the device 100 as determined by a global positioning satellite 
(GPS) reading section 117 provided with the device, which GPS reading section 117 
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may also be activated by the panic alarm 123. Further, if the motion sensor or similar 
sensors 1 10 are activated and the device 100 is appropriately positioned, for example in 
a hotel room, the motion and/or presence of an intruder will be sensed and 
communicated through the sensor reading section 1 1 1 to the microprocessor 1 12 to 
activate any desired function, such as an audible alarm from the speaker 125, an 
automatic dialing of a "91 1" number, operation of electronic camera 102 or infrared 
camera 106, operation of the microphone 103, operation of the GPS reading section 
1 1 7 or the like. Similar functions can be performed by the device 1 00 when any of the 
other sensors are activated to sense a particular condition, such as heat, smoke, carbon 
monoxide, poisonous gas or the like. AM/FM radio receivers can optionally be included 
for entertainment when the alarm system is not in use. The alarm and radio function 
components can be mounted on the same printed circuit board within housing 100 or on 
separate circuit boards. 
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